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The fan should work as
an exhaust unit. The fan can
work with a temperature controller and
rotational speed controllers.

DESIGN OF FAN; Casing is made of acid pro
steel sheet. Electric motor with the rotor is mounted on
a support placed in the casing. Both on the air inlet and
outlet side the fan is protected with acid proof net.

The feeding cord should go through a hole with a rubber
cable bush placed in the casing. The fan is propelled by
an explosion proof electric motor.

Temperature of the medium - -15°C +40°C;

PARAMETRY TECHNICZNE (WENTYLATORY TROJFAZOWE JEDNOBIEGOWE) Protection rate IP-54.
Technlcal parameters (single speed three phase fans); Technlsche Kennwerte (dreiphasige Ein-Gang-Ventilatoren) L ] k
i e P Der Ventilator kann mit dem Temperaturregler und mit den

Drallreglern arbeiten. Bau des Ventilators: das Gehause des
Ventilators aus séurebestandigem Blech. Der elektrische
Motor mit dem Laufer ist an der Stiitzkonsole (auRen im
Gehause lokalisiert) befestigt. Von der Seite sowohl des
Lufteintritts und als auch des Luftaustritts ist der Ventilator
mit einem séurebesténdigem Gitter geschiitzt. Die
Speisungsleitung soll durch die Offnung mit der Gummitiille
geflihrt werden; die Leitung befindet sich im Gehause.

Der Ventilator wird mit einem explosionsgeschiitzten
elektrischen Motor angetrieben.

- Temperatur des Fakfors von -15°C bis +40°C
- Schutzstufe |P 54

PARAMETRY TECHNICZNE (WENTYLATORY O DUZYCH WYDAJNOSCIACH TROJFAZOWE JEDNOBIEGOWE)

Technical parameters (single speed three phase high capacity fans); Tpuererve: Bemunmop [LOMKEH Paﬁma“’

Kennwerte (dreip Ei g mit groen Lelstungsfamgkelten) Kak BbITAriBatoLyi. Moxer PﬂﬁOTaT“C Perynatopom
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*Pomiar w odlegtosci 10 m; *Measured at 10 m distance; *Messung im Abstand von 10 m; *3amep ¢ paccroatua 10m
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